


Hystec™ Mounts

Rated Axial Rated Axial Adial Radi al Recormended Bolt | nformnation
Satic Satic Saic Saic
Part @l or ; ; ;
Load Def | ecti on Siffness Siffness
Number Code Jze Gade or Qass
I bs N in mm | Ibin | N/ mm| Ibin | N/ mm| English Mtric SAE J429 | SAE J1199
SE-1100-5 White 470 2092 0.30 7.5 1200 210 4570 800 3/4 M20 8 10.9
SE-1100-1 Green 700 3115 0.30 7.5 1770 310 6850 1200 3/4 M20 8 10.9
SE-1100-3 Red 920 4094 0.30 7.5 2285 400 9140 1600 3/4 M20 8 10.9
SE-1100-4 Yellow 1140 5073 0.30 7.5 2860 500 11420 2000 3/4 M20 8 10.9
SE-1100-6 Blue 1340 5963 0.30 7.5 3370 590 13700 2400 3/4 M20 8 10.9
SE-1100-7 Orange 1570 6984 0.30 7.5 3950 690 16000 2800 3/4 M20 8 10.9
85
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M20 Nut
12.5 Dia. Thru 4 Color Code Dot Torque
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Ref. x 21.5/20.5 I.D.
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Typ Ref.  Typ _ i 1];5 F { { T \F n ']. I3
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Motion 4I_L 1.0 Nominal
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91
89
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Shown Under Static Load @

Website: www.rpmmech.com
Email: sales@rpmmech.com

@ Rated Static Load Ref.

® Diameter Recommended Flat Area For

Mount Snubbing Ref.

@ 4 Required; Customer Furnished

@® At Static Load Position Ref.

@ Recommended Static Deflection When
Used With Snubbing Washers And 5mm
Thk. Ref. Spacer As Shown Is 7.5 mm
(.30 in.) Nominal At Rated Load.
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